TECHNICAL DATA SHEET FOR CENTRIFUGE MODEL LC60

MOUNTING DIMENSIONS

- Suitable for oil sump capacity up to 100 litres.
- Oil inlet pipe I.D Ø9.5 mm minimum
- Oil drain pipe I.D Ø38 mm minimum
- Oil inlet threads M16x1.5
- Rotor volume 0.6±0.05 lit
- Net weight of LC 60 is 3.5±0.2 KG.
- Dirt holding capacity 600.0 Grams.

MINIMUM HEIGHT FOR EASE OF SERVICING

OIL INLET M16X1.5 X 15 DEEP

PERFORMANCE DETAILS

Acceptance Limits ±10% of Speed & Flow

<table>
<thead>
<tr>
<th>PRESSURE (Kg/cm²)</th>
<th>FLOW (lpm)</th>
<th>SPEED (rpm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>5</td>
<td>8.67</td>
<td>6750</td>
</tr>
<tr>
<td>6</td>
<td>9.50</td>
<td>7200</td>
</tr>
<tr>
<td>7</td>
<td>10.40</td>
<td>7700</td>
</tr>
</tbody>
</table>

BHAGYASHREE ACCESSORIES PVT.LTD.
S.NO. 44/32, NARHE INDUSTRIAL AREA,
NARHE, PUNE – 411 041.
Email : marketing@baplpune.in
URL : www.centrifugallubeoilcleaner.com